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MODULES

Leaf Lamp Link Tree M

Leaf Lamp Link Tree M has a crown of 4 vgq \,J
clusters with a total diameter of 2300 mm. % '

Leaf Lamp Link Tree L

The Leaf Lamp Link Tree L has a crown of 6
clusters with a total diameter of 3000 mm.
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COMPONENTS - LEAF LAMP LINK TREE M @

Numbers components _‘:_..-"".
1. Leaf Lamp Metal Tree Cluster L 850 +75 Zs‘l
2. Leaf Lamp Link Tree Top Branch

3. Leaf Lamp Metal Tree Cluster M 500+ 75

4. Leaf Lamp Link Tree M Trunk

5. Cable Kit for Leaf Lamp Link Tree M
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COMPONENTS - LEAF LAMP LINK TREE L

Cds
L

Numbers components

1. Leaf Lamp Metal Tree Cluster L 850 +75
2. Leaf Lamp Link Tree Top Branch

3. Leaf Lamp Link Tree L Trunk

4. Cable Kit for Leaf Lamp Link Tree L
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RECYCLING - PARTS @

Steel parts

All metal parts such as the trunk, foot and top
branch should be recycled as steel.

Wood parts

Wooden parts such as table tops and dowels
should be separated and recycled as wood.

Textile parts

All felt leaves should be removed and
recycled as textile waste.

Electrical components

All electrical components such as cables and
sockets should be separated and recycled as

. oy w— :
electronic waste.
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Parts — Leaf Lamp Link Tree M

U

Leaf Lamp Link Tree M Trunk BAO0O0O73
x1

i;’*"
§08

-
RO

\

Leaf Lamp Metal Tree Cluster M 500
+75
LLMT_C500
x3

Leaf Lamp Metal Tree Cluster L 850 +
75
LLMT_C850
x1

Leaf Lamp Link Tree Base for Bolting
BPOO111
x1

]

Leaf Lamp Link Tree Top Branch
BA00062
x1

Cable Kit for Leaf Lamp Link Tree M
EA00005

v

Cable Tie L400 Roundhead Woooden Screw Torx Cord Relief
SP075 3x16SP042 SP090
X2 x5 X2
\—/V'
N—
N
Countersunk Taptite Bolt Torx M5x8 Roundhead Screw M5x10 Torx Countersunk Hexagon M8x50
SP003 SP137 TUFLOK SP078
x1 X2 x6
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Assembly Instructions - Leaf Lamp Link Tree M

NOTE: If your product is connected to a
Baseplate Extension, start with reading
the separate manual for the Baseplate
Extension.

Place the two Y-coupler cables in the
slots of the top branch. Make sure the
grommets on the cables is secured in the

=
Use the connection block to connect all

Y-coupler cables to the interconnecting
cable and the starter cable.

slots

Alt. 1
Power source
from floor

Take the upper branch with all connected
cables and place in the trunk. Pull the
interconnecting cable through the whole
trunk if your power source is in the floor.

Alt. 2
Power source
from celing

If your power source is located in the
ceiling, loop the starter cable back up
again in the trunk.

Attach the cord relief and the cable tie in
the bottom of the lower trunk using the
countersunk taptite bolt. NOTE: Attach
the cord relief in the top if the power
source is in the celing.
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ASSEMBLY INSTRUCTIONS - LEAF LAMP LINK TREE M

<

Pull the starter cable through the side exit
in the bottom of the trunk. Make sure the
grommet on the cable is secured in the
trunk exit.

Roundhead
Screw M5x10
Torx
SP137

o
@, D
oy [

Attach the upper branch to the top trunk
through the flange using the M5x10 screw.

AE =

Lay the trunk down to be able to connect
the base. This part is bolted from
underneath in to the trunk.

Countersunk

Use the countersunk M8x50 screws to
attach the base for bolting to the trunk.

NOTE: All clusters comes with two
unmounted branches.

Attach the last two branches by pushing
them in to the remaining holes of the
larger dowel. Turn the branches until they
fit in the cluster. Repeat on all four large
clusters for the tree.
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ASSEMBLY INSTRUCTIONS - LEAF LAMP LINK TREE M

Connect the Leaf Lamp Metal Tree
Cluster M 500+ 75 to the upper trunk.

<3

Roundhead
Woooden
Screw Torx

Use the roundhead wooden screw to
secure the cluster to the upper trunk.
Repeat step 12-13 on all three Leaf Lamp
Metal Tree Cluster M 500+ 75 clusters.

Attach the Leaf Lamp Metal Tree Cluster L
850 +75 to the top branch.

.

J K
Roundhead
Woooden

Screw Torx
3x16

D)

-

Use the roundhead wooden screw to
secure the Leaf Lamp Metal Tree Cluster
L 850 +75 to the top branch.

D
Finished product assembly with power
source from ceiling.

~ &>

Finished product assembly with power
source from floor.
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Parts — Leaf Lamp Link Tree L

BA.
&
W

J

Leaf Lamp Link Tree L Trunk BAOOO73
x1

Leaf Lamp Metal Tree Cluster L 850 +
75
LLMT_C850
x6

Cable Kit for Leaf Lamp Link Tree L
EA00007
x1

Leaf Lamp Link Tree Base for Bolting

Leaf Lamp Link Tree Top Branch

=—/

(W

Countersunk Hexagon M8x50

BPOO111 BA00062 TUFLOK SP078
x1 x1 x6
Cable Tie L400 LL Dowel 25 Cord Relief
SP075 SP042 SP090
X2 x7 x2

Countersunk Taptite Bolt Torx M5x8
SPO03
x1

Roundhead Screw M5x10 Torx
SP137
X2
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Assembly Instructions - Leaf Lamp Link Tree L

NOTE: If your product is connected to a
Baseplate Extension, start with reading
separate manual for the Baseplate
Extension.

Place the three Y-coupler cables in the
slots of the top branch. Make sure the
grommets on the cables is secured in the

=
Use the connection block to connect all

Y-coupler cables to the interconnecting
cable and the starter cable.

slots

Alt. 1
Power source
from floor

Take the upper branch with all connected
cables and place in the trunk. Pull the
interconnecting cable through the whole
trunk if your power source is in the floor.

Alt. 2
Power source
from ceiling

If your power source is located in the
ceiling, loop the starter cable back up
again in the trunk.

Attach the cord relief and the cable tie in
the bottom of the lower trunk using the
countersunk taptite bolt. NOTE: Attach
the cord relief in the top if the power
source is in the ceiling.
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ASSEMBLY INSTRUCTIONS — LEAF LAMP LINK TREE L

<

Pull the starter cable through the side exit
in the bottom of the trunk. Make sure the
grommet on the cable is secured in the
trunk exit.

Roundhead
Screw M5x10

-
vd

Attach the upper branch to the top trunk
through the flange using the M5x10 screw.

Lay the trunk down to be able to connect
the base. This part is bolted from
underneath in to the trunk.

)

Countersunk 0

Use the countersunk M8x50 screws to
attach the base for bolting to the trunk.

NOTE: All clusters comes with two
unmounted branches.

Attach the last two branches by pushing
them in to the remaining holes of the
larger dowel. Turn the branches until they
fit in the cluster. Repeat on all four large
clusters for the tree.
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Connect the Leaf Lamp Metal Tree
Cluster M 500+ 75 to the upper trunk.

ASSEMBLY INSTRUCTIONS — LEAF LAMP LINK TREE L

<3

Roundhead
Woooden
Screw Torx

Use the roundhead wooden screw to
secure the cluster to the upper trunk.
Repeat step 12-13 on all three Leaf Lamp
Metal Tree Cluster M 500+ 75 clusters.

Attach the Leaf Lamp Metal Tree Cluster L
850 +75 to the top branch.

UJ X
Roundhead
Woooden !

Screw Torx
3x16

)

PR

Use the roundhead wooden screw to
secure the Leaf Lamp Metal Tree Cluster
L 850 +75 to the top branch.

Finished product assembly with power
source from celing.

Finished product assembly with power
source from floor.

LL308-SV-V1 | Leaf Lamp - Link Tree M & L - Manual | Green Furniture Concept



