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PLANA cabinets

Design by Roberto Lucci and Paolo Pampanoni | Italy

FEATURES

High quality wood veneer, impact-resistant melamine or combinations
Solid 25 mm thick shelves

Different door thickness and lowered top panel

Hinged doors with no handles and soft closing

TECHNICAL INFORMATION

OPEN SHELF UNITS
Options Fixed shelves
¢ 3 height levels - 2H/3H/5H; e 25 mm MFC (melamine) with 2 mm ABS edging;
e Dimensions: 900x400 mm, e 25 mm chipboard covered in wood veneer with 1,5 mm
H=814/1190/1942 mm. edging;

¢ Grain direction runs the length of the edge;
e Top shelf lowered by 20 mm.

Base

¢ Black plastic height levelling feet, adjustable from inside,
H=17 mm (+8 mm),

¢ The specified height of the unit includes the height of the
feet.

Back and vertical panels

e 18 mm MFC (melamine) with T mm ABS edging;

¢ 19 mm chipboard covered in wood veneer with 1,5 mm
edging;

e Grain direction runs the length of the shelves.
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CLOSED CABINETS

Options

¢ 3 height levels - 2H/3H/5H;
e Dimensions: 900x425 mm,
H=814/1190/1942 mm

Carcass

Back and side panels - 18 mm MFC (melamine) with T mm
ABS edging or 19 mm chipboard covered in wood veneer
with 1,5 mm edging, the grain direction runs horizontally;
Fixed shelves - 25 mm MFC (melamine) with 2 mm ABS
edging or chipboard covered in wood veneer with 1,5 mm
edging, the grain direction runs the length of the edge;
Top panel lowered by 20 mm;

Metal pull-out hanging rail inside wardrobe.
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Doors

e Combination of different thickness panels - 18/19 mm
(600 mm wide) and 25 mm (300 mm wide);

e 18 mm/25 mm MFC (melamine) with 1/2 mm ABS edging;

e 19 mm/25 mm chipboard covered in wood veneer with
1,5 mm edging;

e Grain direction runs horizontally;

¢ Hinges with soft closing system, opening angle - 95°;

e The doors of 5H cabinets have a mechanical opening
system TIP-ON (no handles);

¢ Doors have symmetrical construction, therefore the
600 mm and 300 mm wide doors can be switched (except
the wardrobe).

Base

¢ Black plastic height levelling feet, adjustable from inside -
H=17 mm (+8 mm);

¢ The specified height of the unit includes the height of the
feet.
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